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WELLERWELLER
Vehicle Information?

Standard Shaft

Shift Shaft

Splined Shaft

How is transmission shifted?

Dual Mode with external valve body that allows automatic mode while driving and power shift mode 
when on site.   Y / N

Power Shift that will not allow the transmission to upshift or downshift unless the operator selects a 
gear manually.  Y / N

Electronic (ATEC) computer controlled with bulk head connector on the main case.  Y / N

For additional assistance, please contact the Allison Sales Team at (616)724-3744 or allisoncountersales@wellertruck.com

VIN #Model Year Make

Engine MakeSerial # Part #

Engine Governed RPM # of forward gears? Reverse? Y/N

Converter Housing Retarder Options

Standard Housing (Dry)  Y / N

Engine PTO (Wet Housing) Y / N

If "Wet Housing" are the PTO's mounted on the 
TOP, SIDE, or BOTH (circle one)

Input retarder located between converter housing 
and main case with a manual valve.  Y / N

Output Retarder located at the back of the 
transmission operated by air.  Y / N

What is the Oil Pan Depth? Output Configuration

6 inches	 7 inches	 8.5 inches

8.5 inches w/ sight glass

Straight Through		  Drop Box

If "Drop Box", how many outputs or disconnects 
are needed? __________

On CL(B)T Models, how many splines is the output?

Standard 18 Spline		  Heavy Duty 20 Spline

700 Series(HT) Ordering Questions


